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with the one or more local loops to determine at least one
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1
METHOD AND APPARATUS FOR
PROVIDING LOCAL LOOP INFORMATION

The present invention relates generally to communication
networks and, more particularly, to a method and apparatus
for providing local loop information in a network, e.g., a
switched and/or Internet Protocol (IP) network.

BACKGROUND OF THE INVENTION

A network service provider may need to determine infor-
mation about a local loop. In one example, the service pro-
vider may be interested in making network upgrades to better
meet customer need. However, the information to be used for
assessing the customer need may not be readily available to
the network service provider.

For example, the service provider may have a cellular
service provider as a customer. The cellular service provider
may subscribe to a transmission facility (e.g., a 1.544 Mbits/
second transmission facility) from a Central Office (CO) of
the network service provider to the cellular service provider’s
cell site. The quality of the service that the cellular service
provider supports may be affected by the quality of the trans-
mission facility the cellular service provider obtains from the
network service provider. For example, copper-based and
fiber optic-based transmission facilities may have different
performance levels. For example, a fiber optic-based facility
is advantageous because it is not affected by an electromag-
netic field, whereas a copper-based facility is more readily
available to an end user (e.g., closer to the cell phone user). In
order to meet the needs of the cellular service provider, the
network service provider may then need information about
the local loop on which the transmission facility is provided.

SUMMARY OF THE INVENTION

In one embodiment, the present invention discloses a
method and apparatus for providing local loop information in
a network. For example, the method receives a request for
local loop information pertaining to a transmission channel,
and determines if the transmission channel has one or more
local loops. The method retrieves data associated with the one
or more local loops if the transmission channel has one or
more local loops, and analyzes the data associated with the
one or more local loops to determine at least one facility type
that supports the transmission channel.

BRIEF DESCRIPTION OF THE DRAWINGS

The teaching of the present invention can be readily under-
stood by considering the following detailed description in
conjunction with the accompanying drawings, in which:

FIG. 1 illustrates an exemplary network related to the
present invention;

FIG. 2 illustrates an exemplary network for providing local
loop information in a network;

FIG. 3 illustrates a flowchart of an exemplary method for
providing local loop information in a network;

FIG. 4 illustrates a flowchart of an exemplary method for
using local loop information;

FIG. 5 illustrates a high-level block diagram of a general-
purpose computer suitable foruse in performing the functions
described herein.

To facilitate understanding, identical reference numerals
have been used, where possible, to designate identical ele-
ments that are common to the figures.
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2
DETAILED DESCRIPTION

The present invention broadly discloses a method and
apparatus for providing local loop information in a network,
e.g., a switched and/or Internet Protocol (IP) network. FIG. 1
illustrates a block diagram depicting an exemplary network
100 related to the current invention. Exemplary networks
include switched networks, Internet protocol (IP) networks,
Asynchronous Transfer Mode (ATM) networks, frame-relay
networks, and the like.

A switched network is broadly defined as a network that
creates continuous pathways between callers and called par-
ties by disconnecting and reconnecting lines in various con-
figurations (i.e. by switching). ATM, frame-relay and IP net-
works, and the like are packet-based networks. An IP network
is broadly defined as a network that uses Internet Protocol
such as IPv4 or IPv6 and the like, to exchange data packets.

In one embodiment, the network 100 may comprise a plu-
rality of endpoint devices 102-105 communicating with cel-
lular sites 106-108 via a wireless connections 122-125. The
cellular sites 106-108 communicate with a Serving Wire Cen-
ter (SWC) office 109 or 111 located on the core network 110
via local loops 136-138. The SWC offices 109 and 111 pro-
vide termination and switching functions for transmission
channels and may also be referred to as central offices.

The endpoint devices 102-105 may comprise customer
endpoint devices such as cell phones, personal computers,
laptop computers, Personal Digital Assistants (PDAs), serv-
ers, routers, and the like. The local loops 136-138 are typi-
cally wire-based and serve as a means to establish a connec-
tion between the cell sites 106-108 and one or more of the
SWC offices 109 and 111.

For example, endpoint device 105 may communicate with
cellular site 108 via wireless connection 125. Similarly end-
point device 102 may communicate with cellular site 106 via
wireless connection 122, endpoint device 103 may commu-
nicate with cellular site 106 via wireless connection 123, and
endpoint device 104 may communicate with cellular site 107
via wireless connection 124. The cellular sites 106 and 107
may communicate with the SWC office 109 located in core
network 110 via the local loops 136 and 137, respectively.
Similarly, the cellular site 108 may communicate with the
SWC office 111 located in core network 110 via the local loop
138.

For example, traffic from endpoint device 102 to endpoint
105 will traverse over the wireless connection 122, the cell
site 106, the local loop 136, the core network 110 (from SWC
office 109 to SWC office 111), the local loop 138, and the
wireless connection 125. Similarly, traffic from the endpoint
device 105 to the endpoint device 102 will traverse over the
wireless connection 125, the cell site 108, the local loop 138,
the core network 110 (from SWC office 111 to SWC office
109), the local loop 136, and the wireless connection 122.

The local loops 136-138 may each comprise a plurality of
spans. A span refers to the physical link between repeaters.
The physical link for each span may be copper wire-based
and/or fiber optic cable-based.

It should be noted that although only four endpoint devices,
three cell sites and two SWC offices are depicted in FIG. 1, the
communication network 100 may be expanded by including
additional endpoint devices, cell sites, SWC offices, 37 party
networks, application servers, databases, and the like without
altering the scope of the present invention.

The above network is described to provide an illustrative
environment in which packets for voice, data and multimedia
services are transmitted on switched and/or IP networks. In
one embodiment, the cellular service provider may be a cus-
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tomer of the network service provider. For example, the cel-
Iular service provider may subscribe to transmission channels
for carrying traffic between the various cell sites. For
example, the cellular service provider may subscribe to a
plurality of Digital Signaling Level 1 (DS1) channels inter-
connecting the various cell sites 106-108. A DS1 channel
refers to a 1.544 Mb/s channel. The network service provider
may then provide the DS1 transmission channels between the
various cell sites and SWC offices. For example, a DS1 chan-
nel may interconnect cell site 106 to cell site 108, another
DS1 channel may interconnect cell site 107 to SWC office
111, etc.

In one embodiment, the network service provider may
need to determine information about a local loop. For
example, the service provider may be interested in making
network upgrades to better meet customer need, e.g., the
cellular service provider’s need. However, the information to
be used for assessing the need may not be readily available.
For example, the quality of the service that the cellular service
provider supports may be affected by the quality of the trans-
mission facility on which the DS1 channel is provided. For
example, copper-based and fiber optic-based transmission
facilities may have different performances. For example, a
fiber optic-based facility is not affected by an electromagnetic
field whereas a copper-based facility may be more readily
available to the end user (e.g., being closer to the cell phone
user), thereby reducing the power loss. In order to meet the
needs of the cellular service provider, the network service
provider may then need information about the local loop on
which the transmission channel is supported.

In one embodiment, the present invention discloses a
method and apparatus for providing local loop information in
a network. In one embodiment, local loop information com-
prises information relating to the particular type of loop tech-
nology that forms the underlying local loop, e.g., copper-
based technology, fiber-based technology, or a hybrid-based
technology. Broadly, copper-based technology comprises the
use of a circuit riding on a copper pair all the way from a
central office to a customer’s interface, whereas fiber-based
technology comprises the use of a circuit riding on an optical
fiber pair all the way from a central office to a customer’s
interface. Finally, hybrid-based technology comprises the use
of a fiber/copper combination implementation, e.g., using a
circuit riding on an optical fiber pair from a central office to a
remote terminal, and then using a circuit riding on a copper
pair from the remote terminal to a customer’s interface.

FIG. 2 illustrates an exemplary network 200 for providing
local loop information in a network. For example, the cellular
site 106 may communicate with the SWC office 109 located
on the core network 110 via a local loop 136. Similarly, the
cellular site 108 may communicate with the SWC office 111
located on the core network 110 via a local loop 138.

In an illustrative example, the local loop 138 may comprise
a single span and the span is over a copper-based facility. In
contrast, the local loop 136 comprises a plurality of spans
211-214. For example, spans 211 and 212 are over copper-
based facilities, and spans 213 and 214 are over fiber optic-
based facilities. A remote terminal 201 is used as a conversion
device between the optical signals and electrical signals car-
ried on the fiber optic 212 and copper 213 based facilities,
respectively. A DS1 channel 220 interconnects the cell site
106 to cell site 108. For example, traffic from cell site 106 to
cell site 108 traverses over the spans 211-214, the SWC 109,
the core network 110 from SWC office 109 to SWC office 111
and local loop 138. Similarly, traffic from cell site 108 to cell
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site 106 traverses over the local loop 138, the core network
110 from SWC office 111 to SWC office 109, and the spans
214-211.

In one embodiment, the core network 110 comprises an
application server 240, one or more provisioning systems
230, one or more databases 231 and a gateway router 251. The
application server 240, the one or more provisioning systems
230 and the one or more databases 231 are interconnected for
sharing information and communicating with customer end-
point devices, e.g., customer endpoint device 250. In one
embodiment, the network service provider may implement
the current invention for providing local loop information in
the application server 240. The customer endpoint device 250
can then be used to interact with the application server 240 via
the gateway router 251 to access the local loop information.

In one embodiment, the method first identifies the trans-
mission channel. For example, the application server 240 may
access provisioning systems 230 and databases 231 to
retrieve records for the transmission channels, e.g., DS1
channels. The method may then determine the number of
local loops for a particular channel, e.g., no local loop, one
local loop, two local loops and so on. For the example above,
if the DS1 channel is between two SWC offices, then the DS1
has no local loop. If the DS1 channel is between two cellular
sites and the DS1 channel extends from a SWC office to a
cellular site in both locations, then the DS1 channel has two
local loops.

If the DS1 channel extends to a cellular site only on one
end, then it has only one local loop. However, if the DS1
channel only has one local loop, the method then identifies
which end of the DS1 channel has the local loop. The two
ends of the DS1 channel may be referred to as an “A” end and
a “Z” end for the channel. The method then identifies for each
end (e.g., “A” and “Z” ends), whether or not the channel has
a local loop.

In one embodiment, the method is capable of determining
the local loop information for each individual channel. For
example, various applications may need to inquire as to the
exact type of facilities that are currently deployed to support
a particular transmission channel. Thus, in one embodiment,
the local loop information for a transmission channel com-
prises the facility type. For example, the local loop informa-
tion may be whether the facility is fiber-based, copper-based
or hybrid-based. For example, a DS1 channel may have a
fiber-based facility at the “Z” end while it has a hybrid facility
at the “A” end.

In one embodiment, the method is capable of processing a
request for obtaining local loop information. For example, if
the requested local loop information pertains to the facility
type for a channel, e.g., a DS1 channel, the method may then
identify each span for each local loop associated with the
channel. The method then determines the type of facility for
each span. The facility type for the local loop may then be
identified as either a copper, fiber or hybrid facility type. For
example, if all spans for a local loop comprise only copper
facilities, then the facility type for the local loop is identified
as being copper-based. If all spans for a local loop comprise
only fiber optic-based facilities, then the facility type for the
local loop is identified as fiber-based. If at least one span is
fiber and at least one span is copper, then the facility type for
the local loop is identified as being hybrid-based.

In one embodiment, the local loop information further
comprises the type of customer associated with a transmis-
sion channel. For example, the DS1 channel may be for a
wholesale customer, a retail customer, an affiliate, a resale
customer, a POP (point of presence) customer, etc. The infor-
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mation may be useful for determining a network migration
plan, for identifying high-end customers in support of mar-
keting efforts, and so on.

In one embodiment, the local loop information may further
comprise maintenance and repair records, performance
records, etc. For example, network maintenance personnel
may wish to determine if customer complaints are linked to a
type of local loop facility. Network upgrades may then be
rolled out accordingly. For example, copper-based facilities
may be replaced by fiber optic-based facilities.

In one embodiment, if the requested local loop information
comprises the facility type, then the method may also provide
the length of the facility. For example, the facility may be one
mile long, two mile long and so on.

It should be noted that in order to respond to a request for
the local loop information, the present method will need to
analyze the information for each span and/or for the entire
local loop. For example, determining the facility type for a
transmission channel will require analyzing the information
relating to each span that supports the entire transmission
channel. It should be further noted that the request may com-
prise a plurality of parameters, e.g., a request that queries
whether a particular type of customer is supported by trans-
mission channels having only copper-based facilities, only
fiber-based facilities, only hybrid-based facilities, or combi-
nation thereof. To process these requests from a user, a cus-
tomer, or personnel of the network service provider requires
that such information are properly stored and organized, e.g.,
by the application server 240.

Thus, in one embodiment, the method may then provide the
requested local loop information to a user or a customer. In
another example, a network engineer may wish to design a
migration plan (e.g., upgrading from cooper to fiber) for the
DS1 channels that are currently carried over copper facilities
to various cell sites. The type of facility for each local loop
associated with each DS1 to a cell site must then be deter-
mined. Once the local loop information is available, the net-
work engineer may then finalize the migration plan based on
the type of facility, length of copper facility, number of DS1s
at each cell site, etc. Thus, obtaining the proper local loop
information is essential to the accuracy of the migration plan.

In another example, the request may originate from a cus-
tomer, who may wish to determine the facility type of the
transmission channels that are currently supporting the cus-
tomer’s services. For example, the customer may be a cellular
service provider and may wish to determine if the network
service provider is currently providing the DS1 channel
between the cell sites over a copper-based facility, a fiber
optic-based facility, or a hybrid-based facility. For example,
the cellular service provider may wish to expand services and
may wish to upgrade to a DS1 channel that will be carried
over a fiber optic facility. The network service provider may
then enable the cellular service provider via access to the
application server 240 to determine the type of facilities of the
local loop for each end of a DS1 channel that is currently
provided to the customer in support of the customer’s ser-
vices. This provides a high degree of flexibility and control to
the customer. Thus, the cellular service provider may then
request an upgrade accordingly based upon the information
obtained from the application server 240.

FIG. 3 illustrates a flowchart of a method 300 for providing
local loop information in a network. For example, one or
more steps of method 300 can be implemented by an appli-
cation server. Method 300 starts in step 305 and proceeds to
step 310.

In step 310, method 300 retrieves (e.g., in response to a
request) one or more records associated with one or more
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channels in the network, e.g., Digital Signaling level 1 (DS1)
channels. For example, an application server retrieves provi-
sioning records associated with DS1 channels from a data-
base.

In step 315, method 300 determines if each of the one or
more channels have one or more local loops. For example, for
each DS1 channel, the method may determine whether or not
the DS1 channel has one local loop, two local loops or no
local loop. For example, if the DS1 channel is between two
SWC offices, the DS1 has no local loop. If the DS1 channel is
between two cellular sites and the DS1 channel extends from
an SWC office to a cellular site (“A” or “Z”) at one end, it has
one local loop. If the channel extends to the cellular site at
both “A” and “Z” sites, the channel has two local loops. If at
least one of the one or more channels has at least one local
loop, then the method proceeds to step 320. Otherwise, the
method proceeds to step 340.

In step 320, method 300 identifies the requested local loop
information for each of the one or more channels that has one
or more local loops. For example, the method may determine
if the requested local loop information for a DS1 channel
comprises a facility type (e.g., Copper, fiber or hybrid), a
length of the facility, if applicable, a type of customer using
the channel, maintenance record of the channel, performance
record of the channel, etc.

In step 325, method 300 retrieves data for correlating (or
broadly analyzing) the requested local loop information for
each of the one or more channels from the one or more records
associated with the one or more channels. For example, ifthe
requested local loop information for a DS1 channel is the
facility type, the method may first identify each span for each
local loop associated with the channel. The method may then
retrieve the type of facility for each of the identified spans.

In step 330, method 300 correlates the requested local loop
information in accordance with the retrieved data. For the
example above, the method may identify the facility type for
each local loop of a DS1 channel as being a copper-based
facility, a fiber optic-based facility or a hybrid-based facility.
For example, if all spans for a local loop comprise only
copper-based facilities, then the facility type for the local loop
may be identified as a copper facility. If all spans for a local
loop comprise only fiber optic-based facilities, then the facil-
ity type for the local loop may be identified as fiber-based
facilities. If at least one span is fiber and at least one span is
copper, then the facility type for the local loop may be iden-
tified as hybrid-based.

One aspect of the present invention is that the components
of'the loop information are often not well correlated. In other
words, information related to a particular span is often not
correlated in a manner that will allow a user to easily under-
stand or determine the impact of the span information in
relation to a transmission channel. In one aspect of the present
invention, the present method is able to correlate the span
information up to one or more transmission channels, thereby
providing insightful results to various queries as discussed
above.

In step 335, method 300 stores the correlated requested
local loop information for each of the one or more transmis-
sion channels. For the example above, for each DS1 channel,
the method may store whether the DS1 channel has local
loops. If the channel has one or more local loops, the method
may then store for each of the local loops, the facility type. For
example, a DS1 channel may have a copper-based facility on
one end and a hybrid-based facility on the other end. In one
embodiment, the method may also store the length of the
facility. The method may then return to step 310 to continue
retrieving records, or ends in step 340.
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FIG. 4 illustrates a flowchart of a method 400 for using
local loop information. For example, a network engineer may
need to determine the local loop information for DS1 chan-
nels to plan a network upgrade. In another example, a cus-
tomer may wish to know the types of facilities that a DS1
channel traverses to reach a customer location (e.g., a cell
site). Method 400 starts in step 405 and proceeds to step 410.

In step 410, method 400 determines the desired local loop
information. For the example above, the network engineer
may determine that the desired information is the facility type
of each local loop for a DS1 channel.

In step 415, method 400 extracts the desired local loop
information. For example, the method may retrieve the local
loop information from a database. For example, an applica-
tion server may use a DS1 channel’s identification to locate
local loop information stored in a database.

In step 420, method 400 applies the local loop information.
For the example above, the network engineer may use the
facility type of each local loop of a DS1 to determine a
network upgrade. For example, the network engineer may use
the information to determine a migration plan from copper-
based facilities to fiber optic-based facilities. The method
then returns to step 410.

It should be noted that although not specifically specified,
one or more steps of methods 300 and 400 may include a
storing, displaying and/or outputting step as required for a
particular application. In other words, any data, records,
fields, and/or intermediate results discussed in the methods
300 and 400 can be stored, displayed and/or outputted to
another device as required for a particular application. Fur-
thermore, steps or blocks in FIG. 3 and FIG. 4 that recite a
determining operation, or involve a decision, do not neces-
sarily require that both branches of the determining operation
be practiced. In other words, one of the branches of the
determining operation can be deemed as an optional step.

FIG. 5 depicts a high-level block diagram of a general-
purpose computer suitable foruse in performing the functions
described herein. As depicted in FIG. 5, the system 500 com-
prises a processor element 502 (e.g., a CPU), a memory 504,
e.g., random access memory (RAM) and/or read only
memory (ROM), a module 505 for providing local loop infor-
mation in a network, and various input/output devices 506
(e.g., storage devices, including but not limited to, a tape
drive, a floppy drive, a hard disk drive or a compact disk drive,
a receiver, a transmitter, a speaker, a display, a speech syn-
thesizer, an output port, and a user input device (such as a
keyboard, a keypad, a mouse, and the like)).

It should be noted that the present invention can be imple-
mented in software and/or in a combination of software and
hardware, e.g., using application specific integrated circuits
(ASIC), a general purpose computer or any other hardware
equivalents. In one embodiment, the present module or pro-
cess 505 for providing local loop information in a network
can be loaded into memory 504 and executed by processor
502 to implement the functions as discussed above. As such,
the present method 505 for providing local loop information
in a network (including associated data structures) of the
present invention can be stored on a computer readable
medium, e.g., RAM memory, magnetic or optical drive or
diskette and the like.

While various embodiments have been described above, it
should be understood that they have been presented by way of
example only, and not limitation. Thus, the breadth and scope
of a preferred embodiment should not be limited by any of the
above-described exemplary embodiments, but should be
defined only in accordance with the following claims and
their equivalents.
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What is claimed is:

1. A method for providing local loop information in a
network, comprising:

receiving, by a processor, a request for the local loop infor-

mation pertaining to a transmission channel, wherein the
transmission channel comprises a digital signaling level
1 channel,;

determining, by the processor, whether the transmission

channel has a local loop;
retrieving, by the processor, data associated with the local
loop when the transmission channel has the local loop,
wherein the local loop has a number of spans;

analyzing, by the processor, the data associated with each
span of the local loop to determine a facility type that
supports the transmission channel, wherein the facility
type is determined from among a group comprising of: a
copper-based facility type, a fiber optic-based facility
type and a hybrid-based facility type, wherein the
hybrid-based facility type represents a facility that com-
prises a first span that employs a copper-based facility
and a second span that employs a fiber optic-based facil-
ity; and

providing, by the processor, a response to the request, the

response including the facility type that is determined.
2. The method of claim 1, wherein the analyzing deter-
mines a length of a facility associated with the facility type
that supports the transmission channel.
3. The method of claim 1, wherein the analyzing further
determines a type of customer using the transmission chan-
nel.
4. The method of claim 3, wherein the type of customer
comprises a point of presence customer.
5. The method of claim 3, wherein the type of customer
comprises a resale customer.
6. The method of claim 3, wherein the type of customer
comprises a wholesale customer.
7. The method of claim 3, wherein the type of customer
comprises an affiliate.
8. The method of claim 1, wherein the analyzing further
determines a maintenance record of the transmission channel.
9. A non-transitory tangible computer-readable medium
storing instructions which, when executed by a processor,
cause the processor to perform operations for providing local
loop information in a network, the operations comprising:
receiving a request for the local loop information pertain-
ing to a transmission channel, wherein the transmission
channel comprises a digital signaling level 1 channel;

determining whether the transmission channel has a local
loop;

retrieving data associated with the local loop when the

transmission channel has the local loop, wherein the
local loop has a number of spans;
analyzing the data associated with each span of the local
loop to determine a facility type that supports the trans-
mission channel, wherein the facility type is determined
from among a group comprising of: a copper-based
facility type, a fiber optic-based facility type and a
hybrid-based facility type, wherein the hybrid-based
facility type represents a facility that comprises a first
span that employs a copper-based facility and a second
span that employs a fiber optic-based facility; and

providing a response to the request, the response including
the facility type that is determined.

10. The tangible computer-readable medium of claim 9,
wherein the analyzing determines a length of a facility asso-
ciated with the facility type that supports the transmission
channel.
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11. The tangible computer-readable medium of claim 9,
wherein the analyzing further determines a type of customer
using the transmission channel.

12. The tangible computer-readable medium of claim 11,
wherein the type of customer comprises a point of presence 5
customer.

13. The tangible computer-readable medium of claim 9,
wherein the analyzing further determines a maintenance
record of the transmission channel.

14. A system for providing local loop information in a 10
network, comprising:

an application server for receiving a request for the local

loop information pertaining to a transmission channel,
wherein the transmission channel comprises a digital
signaling level 1 channel, where the application server 15
determines whether the transmission channel has a local
loop, where the application server retrieves data associ-
ated with the local loop when the transmission channel
has the local loop, wherein the local loop has a number

of spans, where the application server analyzes the data 20
associated with each span of the local loop to determine

a facility type that supports the transmission channel,
wherein the facility type is determined from among a
group comprising of> a copper-based facility type, a fiber
optic-based facility type and a hybrid-based facility 25
type, wherein the hybrid-based facility type represents a
facility that comprises a first span that employs a copper-
based facility and a second span that employs a fiber
optic-based facility, and where the application server
provides a response to the request, the response includ- 30
ing the facility type that is determined.

#* #* #* #* #*



